MISSISSIPPI DEPARTMENT OF TRANSPORTATION
| SPECIAL PROVISION NO. 907-708-6 CODE: (IS)
| DATE: 05/01/2013
SUBJECT: Non-Metal Drainage Structures

Section 708, Non-Metal Structures and Cattlepasses, of the 2004 Edition of the Mississippi
Standard Specifications for Road and Bridge Construction is hereby amended as follows.

907-708.02.1.2--Fly_Ash. In the first sentence of Subsection 708.02.1.2 on page 639, change
“20 percent” to “25%”.

907-708.02.1.4--Coarse Aggregate. Delete the last sentence of Subsection 708.02.1.4 on page
639.

907-708.02.3.2--Marking. Delete the second sentence of Subsection 708.02.3.2 on page 640,
and substitute the following.

Machine made pipe shall be marked in accordance with one of the following methods: 1) the
pipe shall be inscribed on the outside of the pipe and stenciled on the inside of the pipe, or 2) the
pipe shall be inscribed on the inside of the pipe, only. All other pipe may be stenciled.

907-708.17--Corrugated Plastic Pipe Culverts.

907-708.17.1--Corrugated Polyethylene Pipe Culverts. Delete the first sentence of the first
paragraph of Subsection 708.17.1 on page 645 and substitute the following.

Corrugated polyethylene pipe shall conform to the requirements of AASHTO Designation: M
294, Type S and/or SP, as applicable, and shall have soil tight joints, unless otherwise specified.

Delete the last sentence of the second paragraph of Subsection 708.17.1 on page 645.
After Subsection 708.17.1 on page 645, add the following.

907-708.17.1.1--Inspection and Final Acceptance of Corrugated Polyethylene Pipe Culverts.
Approximately 50% of the installed length of corrugated polyethylene pipe shall be inspected for
excess deflection no sooner than 30 days after the embankment material over the pipe is placed
to the required subgrade elevation or the maximum required fill height. The inspection shall be
performed using either electronic deflectometers, calibrated television or video cameras, or a
“go, no-go” mandrel that has an effective diameter of 95% of the nominal inside diameter of the

pipe.

Pipe found to have deflection values greater than 5% shall be removed and replaced at no cost to
the State.
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907-708.17.2--Corrugated Poly (Vinyl Chloride) (PVC) Pipe Culverts. Delete the first
sentence of the first paragraph of Subsection 708.17.2 on page 645 and substitute the following.

Corrugated poly (vinyl chloride) (PVC) pipe shall conform to the requirements of AASHTO
Designation: M 304 and shall have soil tight joints, unless otherwise specified. Non-perforated
PVC pipe used in underdrains shall either be manufactured with an ultra-violet light inhibitor or
be fully coated with an ultra-violet light inhibitor.

After Subsection 708.17.2 on page 645, add the following.

907-708.17.2.1--Inspection _and Final Acceptance of Poly (Vinyl Chloride) (PVC) Pipe
Culverts. Approximately 50% of the installed length of PVC pipe shall be inspected for excess
deflection no sooner than 30 days after the embankment material over the pipe is placed to the
required subgrade elevation or the maximum required fill height. The inspection shall be
performed using either electronic deflectometers, calibrated television or video cameras, or a
“go, no-go” mandrel that has an effective diameter of 95% of the nominal inside diameter of the

pipe.

Pipe found to have deflection values greater than 5% shall be removed and replaced at no cost to
the State.

907-708.18--Sewer Pipe Used for Underdrains.

907-708.18.1--General. After the second paragraph of Subsection 708.18.1 on page 645 add the
following.

In lieu of the pipe listed in this subsection, pipe meeting the requirements of Subsection 708.19
may also be used for plastic underdrain pipe.

907-708.18.3--Type PSM Poly (Vinyl Chloride) (PVC) Sewer Pipe. After the first sentence of
Subsection 708.18.3 on page 645, add the following.

Non-perforated PVC pipe shall either be manufactured with an ultra-violet light inhibitor or be
fully coated with an ultra-violet light inhibitor.

907-708.18.4--Poly (Vinyl Chloride) (PVC) Corrugated Sewer Pipe. Delete the paragraph in
Subsection 708.18.4 on page 645 and substitute the following.

This pipe shall conform to the following requirements. For pipe sizes less than or equal to six
inches (< 67), the pipe shall be Class PS46 meeting the requirements of AASHTO Designation:
M 278. For pipe sizes greater than six inches (> 6”), the pipe shall meet the requirements of
AASHTO Designation: M 304. Non-perforated PVC pipe shall either be manufactured with an
ultra-violet light inhibitor or be fully coated with an ultra-violet light inhibitor.

Delete Subsection 708.19 on page 645 and substitute the following.
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907-708.19--Corrugated Polyethylene Pipe. This pipe shall be high density polyethylene pipe
or drainage tubing meet the requirements of AASHTO Designation: M 294, Type S or SP, or
AASHTO Designation: M 252, Type S or Type SP, as applicable.

907-708.22.2--Exceptions to AASHTO. Delete the sixth paragraph of Subsection 708.22.2 on
page 647.




